
CV-2

CV-1
To Drain 

by gravity 
to sump

Process Water  in
Feed slipstream or 
from 762gal tank

1" ss Camlock

1" ss Camlock

1" ss Camlock

Confidential Material

Hot Water In 
Potable Water

50-60 degC
254gal

1" Camlock

Permeate to 
Destination Tank 

508gal

Concentrate
Sludge Tank 

254gal

1/2" Flex Hose1/2" Flex Hose

1/2" Compression

1/2" Compression

Supplied by Customer Supplied by New Logic
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CIP Tank
20 Gal
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MV-10

MV-11

02

FIT

01

FIT

MV-03 7.5 hp Feed Pumps
10 GPM @ 500 psi

Feed
1/2" SS Tubing

New Logic
LP Vibration Skid

Concentrate
1/2" SS Tubing

New Logic
AutoLP Pump & Control Skid
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C

F

02
01

TIT

DPT
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MV-02

0303

MV-04

PITPI

1" SS

MV-06

MV-05

DPT

12/29/08 M Ayers

Sheet One

Auto  LP  System P&ID

Revision

Scale: 1:18

Tolerance Unless Otherwise
Indicated

x/x = +/- 1/16"
.x = +/- .100
.xx = +/- .030
.xxx = +/- .005
x¼ = +/- 30' ALP-010

NEW LOGIC

Permeate
1/2" SS Tubing

MV-15

Drain

MV-14

FCV-02
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PI
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FI

P
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FI

01

FI

MV-13

1/2" SS Tubing

PI
01

PIT
01

PIT
02

PI
02

100 Mesh  
Strainer

1/2" SS Tubing

MV-07

FCV-01


